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steel columns 120 x 120 mm
concrete floor slabs 150-500 mm

concrete wall slabs 200 mm

concrete columns 280 x 280 mm

structural diagram

2nd floor

1st floor

ground floor

section

axo

site plan - ground level  1:1000

site plan - roof top  1:1000 view towards user entry circulation space

roof garden night view from Vålerenga church

common space in user unit

user wardrobe

main common area
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gross area 2nd floor: 963,2 m2

user unit 5: 372,5 m2
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11,1 m2section D

section A
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detail section

detail section1:25 model

accountant office
11,2 m2

activity leader office
11,2 m2

psychologist office
11,5 m2

organization leader office
10,7 m2

assisting
organization leader 

office
12,0 m2

professional leader office
12,6 m2

disposable office
10,4 m2

disposable office
15,0 m2

meeting room
24,3 m2

storage
4,5 m2

break room and kitchen
24,2 m2

disposable office
11,9 m2

archive
15,7 m2

bed-size
elevator
8,1 m2

N

ball room
18,6 m2storage for gardening equipment11,6 m2

unit office
28,8 m2

unit kitchen
11,7 m2

common space
55,1 m2

user room outside of unit
9,8 m2

WC
1,4 m2

WC
1,4 m2

wash room
3,6 m2

HC-WC
5,0 m2

HC-WC
5,0 m2

user room
9,9 m2

user room
9,9 m2

user room
9,9 m2

user room
9,9 m2

user room
9,9 m2

user room
11,1 m2

user room
12,4 m2

user room
11,1 m2

staff wardrobe
7,6 m2

user entry / wardrobe
30,4 m2

HC-WC
5,1 m2

HC-WC
5,1 m2

HC-WC
5,1 m2

HC-WC
5,1 m2

storage
6,7 m2

HC
elevator
3,6 m2

HC
elevator
4,0 m2

WC
1,9 m2

WC
1,8 m2

HC-WC
5,0 m2

copy room
6,3 m2

office supplies
5,8 m2 cleaning closet

3,2 m2

WC
2,6 m2

vegetable & herb garden

HC-WC
6,3 m2

HC-WC
6,1 m2

storage for gardening equipment11,6 m2

pergola54,7 m2

section D

section A

section D

2nd floor
1:100
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gross area 1st floor: 3 037,9 m2

user unit 2: 372,5 m2
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section D section D

section A

section B

section C

section B

detail section

detail section1:25 model

user entry / wardrobe
11,1 m2

user entry / wardrobe
11,1 m2

staff entrance

bed-size
elevator
8,1 m2

N

user unit 3: 366,3 m2

user unit 4: 377,0 m2

unit office
28,8 m2

unit kitchen
11,7 m2

common space
55,1 m2

common kitchen
38,6 m2

common space
196,3 m2

meeting room/ activity space
27,6 m2

art studio
39,9 m2

workshop
39,4 m2

tactile-therapy
11,6 m2

unit office23,7 m2

dining space18,5 m2

WC
2,3 m2

social training /
activity room

20,6 m2

user wardrobe28,7 m2

WC
2,5 m2

HC-WC
6,0 m2

seclusion room /
quiet hobby room

5,7 m2

HC-WC
6,0 m2 seclusion room

4,6 m2HC-WC
4,8 m2

HC-WC
4,9 m2

crafts workshop
23,9 m2

supply
storage
4,2 m2

white room
16,0 m2

seclusion room/
quiet hobby room

4,8 m2

storage
4,2 m2

HC-WC
6,1 m2

user room outside of unit
9,8 m2

WC
1,4 m2

WC
1,4 m2

wash room
3,6 m2

HC-WC
5,0 m2

HC-WC
5,0 m2

user room
9,9 m2

user room
9,9 m2

user room
9,9 m2

user room
9,9 m2

user room
9,9 m2

user room
11,1 m2

user room
12,4 m2

user room
11,1 m2

staff wardrobe
7,6 m2

HC-WC
4,9 m2

storage for furnishing and mobility equipment
39,9 m2

social training /
activity room

21,7 m2

HC-WC
4,9 m2

seclusion room
5,2 m2seclusion room

5,2 m2

break room for staff
41,7 m2

therapist office
10,0 m2

storage for
therapy equipment

10,9 m2

wardrobe
3,0 m2

user entry / wardrobe
31,5 m2

HC-WC
5,1 m2

HC-WC
5,0 m2

HC-WC
5,1 m2

HC-WC
5,0 m2

storage
6,7 m2

WC
1,4 m2

WC
1,4 m2

wash room3,6 m2

user room9,9 m2

user room9,9 m2

user room9,9 m2

user room9,9 m2

user room9,9 m2

staff wardrobe7,6 m2

user entry / wardrobe31,3 m2

HC-WC
5,1 m2

HC-WC
5,1 m2

HC-WC
5,1 m2

HC-WC
5,1 m2

unit office
26,6 m2

unit kitchen
13,4 m2

common space
55,9 m2

user room outside of unit
9,8 m2

HC-WC
5,0 m2

HC-WC
5,0 m2

user room
11,1 m2

user room
12,4 m2

user room
11,8 m2

storage5,8 m2

S
torage

2,0 m
2

WC
1,4 m2

WC
1,4 m2wash room3,8 m2

user room9,9 m2 user room9,9 m2
user room9,9 m2 user room9,9 m2

user room9,9 m2

staff wardrobe15,0 m2

user entry / wardrobe31,5 m2

HC-WC
5,1 m2

HC-WC
5,1 m2

HC-WC
5,1 m2

HC-WC
5,1 m2

storage
6,8 m2

unit kitchen
13,6 m2

common space15,7 m2

group unit40,8 m2

HC-WC
4,9 m2

HC-WC
5,2 m2

HC-WC
4,8 m2

physio-therapy
11,2 m2

HC-WC
4,8 m2

therapist office
9,9 m2

HC-WC
5,4 m2

HC
elevator
3,6 m2

HC
elevator
4,0 m2 common space

event arena
166,0 m2

HC-WC
6,0 m2

crafts workshop
15,2 m2

seclusion room /
quiet hobby room

5,7 m2

supply storage
3,0 m2

supply storage
2,3 m2

supply storage
7,1 m2

seclusion room /quiet hobby room5,7 m2

supply storage3,0 m2
music room

16,0 m2sensory room
16,0 m2

tactile-therapy
10,4 m2

physio-therapy
9,8 m2

wardrobe
3,0 m2

crafts workshop
18,5 m2

rough workshop30,5 m2

HC-WC
4,9 m2

food
storage
3,1 m2

section A

section C

first floor
1:100
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Unit for users with additional mobility dysfunctions
5 user rooms, 368,2 m2

gross area ground floor: 1 308,7 m2

50

49
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47

mini-busparking x 3

staff parking x 15

section D section D

section A

section B

section C

detail section

detail section

46

45

kitchen/ dining space
33,2 m2

unit office
32,6 m2

user
entrance

HC
elevator
3,6 m2

bed-size
elevator
8,1 m2

N

HC-WC
14,9 m2

seclusion room
11,7 m2

sensory room
12,3 m2

multi-HC
user room
15,7 m2

multi-HC
user room
12,1 m2

multi-HC
user room
15,7 m2

multi-HC
user room
14,4 m2

multi-HC
user room
19,9 m2

storage
10,9 m2

HC-WC
5,6 m2

HC-WC
 with shower bed

15,5 m2

therapy pool
94,2 m2

sauna
9,8 m2

hall / wardrobe
35,0 m2

under-water
massage pool

18,0 m2

common room/
activity space

35,0 m2

entry / 
user wardrobe

24,5 m2

shower room
5,2 m2

training room 3
37,3 m2

training room 2
71,9 m2

training room 1
35,3 m2

(hall: 146,4 m2)

shower room
5,3 m2

WC
1,3 m2

WC
1,3 m2

washroom
2,5 m2

reception
11,4 m2

lobby
30,6 m2

seclusion room
11,6 m2

storage room
for gym equipment

14,2 m2

visitor center
79,9 m2

staff wardrobe
5,0 m2

noice buffer
4,8 m2

noice buffer
8,8 m2

storage room for
pool equipment

9,8 m2

wardrobe
10,5 m2

wardrobe
7,5 m2

storage room for 
gym equipment

19,3 m2

laundry room
19,3 m2

HC-WC
5,0 m2

HC-WC
5,0 m2

HC
elevator
4,0 m2

HC-WC
5,2 m2

seclusion
room

6,4 m2

visitor's
wardrobe

3,4 m2

shower room
5,1 m2

shower room
5,1 m2

wind break
5,5 m2

WC
1,3 m2

WC
1,3 m2

wash room
3,3 m2

cleaning
closet
3,0 m2

entry hall
14,2 m2

office
11,2 m2

drop-off / pick-up ofusers (taxi/minibus)

waste
collection

shafts

bike
parking

section A

section B

section C

ground floor
1:100
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BASEMENT FLOOR: 1 063,5 m2

technical space
129,7 m2

section D section D

section A

section B

section C

bed-size
elevator
8,1 m2

N

storage for consumables
28,8 m2

technical space
123,1 m2

technical space
145,2 m2

HC
elevator
3,6 m2

HC
elevator
4,0 m2

technical space
216,7 m2

storage spaces x 9
 total 61,7 m2

waste room
29,0 m2

section A

section B

section C

basement floor
1:100
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program diagram

reception / visitor's center

social training / communication

physical activities

sensory stimulation

workshop / hobby

treatment

administration

operations

user units

2nd floor

1st floor

ground floor

spatial hierarchy diagram

2nd floor

1st floor

ground floor

main circulation / common space

secondary circulation / common space

shared - activity space / office / kitchen

single - user space / office

closed support functions
(WC / seclusion room / storage)

administration

operations

user units

user movement diagram

2nd floor

1st floor

ground floor

main circulation / common space

unit circulation / common space

user rooms

activity space

support functions

non-user space

arrival / departure

moving to user rooms

moving to unit common space

moving to activities

group units and unit kitchens

section A  1:200 section B  1:200 section C  1:200 section D  1:200

west elevation  1:200

east elevation  1:200 south elevation  1:200

north elevation  1:200
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insulation 200mm

insulation 50mm

laths / air gap 50mm

brushed aluminum cladding

acoustic mortar
on 50mm insulation

3 
11

4

reinforced concrete 150-500mm

steel L-profile
for holding brick screen

brick screen, Wienerberger W447 Flint
(gray - beige with white nuances)

studs/insulation 100/200mm with vapor barrier inbetween

integrated desktop,
solid ash

double stud wall

USER ROOMUSER TOILET
USER

WARDROBE
HALL

CIRCULATION HALL

load bearing
concrete wall

200mm
non-bearing brick wall

HALLWAY
TO

USER ROOMS

load bearing concrete wall
200mm (elevation view)

curtain wall

soil 400mm

pathway coating on concrete:
"Barrikade natural stone system"
- Norwegian quartz

"Aquatec" irrigation system incl. filter sheet, root barrier

hard insulation 200+100mm

reinforced concrete 150-500mm

technical infrastucture

floor system
w. end wood ash finish

technical infrastucture technical infrastucture technical infrastucture technical infrastucture

concrete pillar
280 x 280mm

concrete pillar
280 x 280mm

brushed aluminum
cladding

light
fixture

light
fixture

ash veneer finish
on robust plaster

ash veneer finish
on robust
plaster

stud wall user
day-bed

rain water pond

pieces of flat steel onto which the L-profile is welded,
repeated along the edge on the concrete deck

light fixture

lowered polycarbonate
ceiling

floor system
w. water resistant plates
and cheramic tile finish

cembrit fiber cement cladding,
dark gray

wind barrier, laths / air gap 50mm

cembrit fiber cement cladding,
dark gray

corten steel wall

benches - bent wood on steel supports

floor system
w. end wood ash finish

floor system
w. end wood ash finish

floor system
w. end wood ash finish

cembrit fiber cement cladding,
dark gray

river stones

cheramic
tiles

robust plaster x 2
w. paint of choice
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